
< 25 kW 10 –100 kWOutdoor IP 65

Setting the standard for
isolated string inverters. 
The PLATINUM® H inverter. 

EfficiencySingle-phase

Web server Graphics displayWarranty

HF transformer

The PLATINUM® H inverter offers safety, user-friendli-

inverter market. Thanks to the low weight of these 

-
nitored from a PC in real-time. The PLATINUM® H series 

-



  Standard   Optional

H inverter 2100 H 3000 H 4000 H 4600 H

DC Input

Max. PV power

Max. DC power

MPPT voltage range

Max. input voltage

Max. MPPT inout current

Number of string inputs

Number of MPP trackers

DC disconnector  

DC short circuit current

Reverse polarity protection / Ground fault monitoring 
(isolation check))

AC Output

Rated power

Rated current

Max. apparent power

Max. AC current

Power feed starts at

Mains output voltage

Feed in phases / connection phases

Max. permitted grid impedance 

Standby consumption

Mains frequency

Power factor

Short circuit resistance / Ground fault monitoring (RCD)

Interfaces

DC connection

AC connection

RS 485 (Clamps / RJ45)

Ethernet / CAN

Integrated web server

Alarm relay

Appliance data

Weight

Dimensions 

Operating temperature

Storage temperature

Relative humidity

Altitude at rated power

Protection degree 

Protection class / overvoltage category

Full graphic display 

Storage capacity data logger

System topology HF transformer

Cooling Fan

Standards / grid codes

Warranty

Type designation 2100 H 3000 H 4000 H 4600 H



Pfannerstraße 75
88239 Wangen im Allgäu, Germany
Tel: +49 7522 9738-0
Fax: +49 7522 9738-100
info@platinum-nes.com 
www.platinum-nes.com

An independent player in the market.
The company PLATINUM®.

the inverters.


